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AMG-ND-SERIE

Starre Multigreifer

Abbruch-Sortiergreifer 
Demolition-Sorting Grapple

- 80 Modelle - Models
- 80 - 2700kg

Baumgreifer 
Log Grapple

- 16 Modelle - Models
- 50 - 2900kg

Baumgreifer-7T
Log Grapple-7Tooth

- 15 Modelle - Models
- 160 - 2970kg

Multigreifer 
Multi-Grapple

- 32 Modelle - Models
- 160 - 1800kg

Steingreifer 
Stone Grapple

- 4 Modelle - Models
- 2000 - 6880kg

ASG-SERIE ASB-SERIE AMG-SERIE ARG-SERIEASB-7T-SERIE

Member of

Fixed Multi - Grapples
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AMG-ND SERIE 95kg-385kg
Starre Multigreifer
- Geringes Gewicht
- Niedrige Bauhöhe
- Freiliegende Zylinder mit Enddämpfung
- Ingesamt nur 4 Lagerbolzen
- Verschleißfeste, geschlossene Greiferschalen
- Aus verschleißfestem Stahl
- Lagerbolzen gehärtet und verchromt
- Zylinderanstellung Link
- Grosse Ablenkung zum Zylinder für größere Greifkraft
- Unterschraubmesser wechselbar
- Konische Messebolzen innen flachligend, Aussenseite gesenkt 
- Schiernippel einfach erreichende, nicht in Bolzen
- Geschlossener, staubdichte Drehkranz

AMG-ND SERIES 95kg-385kg
Non-Rotating Multi-Grapple
- Low weight
- Short height
- Cylinders are motionless with end damping
- Totall 4 hinge pins
- Closed Clamshells
- Made from wear-resistant steel
- Chromed and hardened pins
- Kinematic design Link
- Long hinge arms to cylinder for more pinching power
- Standard Reversible and changeable wear blades
- Blade bolts level and smooth on the inside, countersunk on the outside 
- Greasenipples easy access not in pins
- Closed slewing ring with grease bed

AMG-160-ND-370 AMG-280-ND-400 AMG-280-ND-500 AMG-460-ND-500 AMG-500-ND-600 AMG-600-ND-500 AMG-600-ND-600 AMG-600-ND-700

A/A1 mm 700 850 850 950 1000 1100 1100 1100

B mm 550 780 780 850 885 885 885 885

C mm 370 400 500 500 600 500 600 700

D mm 800 1160 1160 1400 1500 1550 1550 1550

F3 kN 15 20 20 23 24 24 24 24

l/min/max 25 35 35 40 50 70 70 70

bar 300 300 300 300 300 320 320 320

Kg 95 190 210 280 330 355 370 385

t/ min-max 1.2-3 2.5-4 2.5-5 4-6 5-8 6-11 6-11 6-11

ltr 58 80 100 125 170 140 170 200

AC AC03 AC03 AC03 AC05 AC05 AC05 AC05 AC05
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AMG-ND SERIE 580kg-1450kg
Starre Multigreifer
- Geringes Gewicht
- Niedrige Bauhöhe
- Freiliegende Zylinder mit Enddämpfung
- Ingesamt nur 4 Lagerbolzen
- Verschleißfeste, geschlossene Greiferschalen
- Aus verschleißfestem Stahl
- Lagerbolzen gehärtet und verchromt
- Zylinderanstellung Link
- Grosse Ablenkung zum Zylinder für größere Greifkraft
- Unterschraubmesser wechselbar
- Konische Messebolzen innen flachligend, Aussenseite gesenkt 
- Schiernippel einfach erreichende, nicht in Bolzen

AMG-ND SERIES 580kg-1450kg
Non-Rotating Multi-Grapple
- Low weight
- Short height
- Cylinders are motionless with end damping
- Totall 4 hinge pins
- Closed Clamshells
- Made from wear-resistant steel
- Chromed and hardened pins
- Kinematic design Link
- Long hinge arms to cylinder for more pinching power
- Standard Reversible and changeable wear blades
- Blade bolts level and smooth on the inside, countersunk on the outside 
- Greasenipples easy access not in pins

AMG
700-ND-600

AMG
800-ND-600

AMG
800-ND-700

AMG
ND-1000-600

AMG
ND-1000-700

AMG
ND-1500-800

AMG
ND-1500-900

AMG
ND-2100-1200

A/A1 mm 1100 1160 1160 1245 1300 1500 1500 1510

B mm 1050 1070 1070 1170 1170 1300 1300 1350

C mm 600 600 700 600 700 800 900 1200

D mm 1800 1800 1800 1950 1950 2100 2100 2250

F3 kN 30 35 35 46 46 68 68 80

l/min/max 90 100 120 120 120 170 170 170

bar 350 350 350 350 350 350 350 350

Kg 580 560 580 770 795 1160 1200 1450

t/ min-max 6-11 7-12 7-12 12-20 12-20 17-28 17-28 24-35

ltr 300 300 350 380 440 640 720 950

AC AC08 AC08 AC08 AC09 AC09 AC09 AC09 AC10
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